Rohre, Schlauche
Tubes, hoses

Einsatzgebiete

Die Rohre werden bei verfahrenstechnischen Anlagen fiir gasférmige und
flissige Medien sowie fiir Schuttgliter eingesetzt. Bevorzugte Anwen-
dungsbereiche sind die Hochvakuumtechnik, Biotechnik, Chemie-, Kos-
metik-, Pharma-, Lebensmittel-, Getranke-, Halbleiter-, Kunststoff- und
Kraftwerksindustrie.

Beschaffenheit

Getrankeleitungsrohre nach DIN 11850 haben eingeebnete Schweifinahte

und werdenin4 Ausfiihrungsformen angeboten:

CC= Nichtwarmebehandelt,innen und auen metallblank, Innenfla-
che Ra < 0,8 ym, SchweilRnahtbereich innen Ra < 1,6 ym.

CD= Nichtwarmebehandelt, innen metallblank, Innenflache Ra<0,8
pm, Schweillnahtbereichinnen Ra < 1,6 ym, auengeschliffen Korn 400.

BC = Warmebehandelt,innenund auflen metallblank, Innenflache Ra
< 0,8 ym, Schweifnahtbereich Ra < 1,6 um.

BD = Warmebehandelt, innen metallblank, Innenflache Ra< 0,8 um,
SchweilRnahtbereichinnen Ra < 1,6 ym, aulRen geschliffen K400.

Aseptik-Rohre nach DIN 11866 haben ebenfalls eingeebnete Schweil3-
nahte und werden in 4 Hygieneklassen angeboten:

Application
The tubes are used with process engineering facilities for gaseous and
liquid media as well as for bulk goods. Preferential fields of application are
high-vacuum technology, bio-engineering, chemical, cosmetic,
pharmaceutical, food, beverage, semiconductor, plastic industry, and
power plants.

Design

Tubes according to DIN 11850 have evened welding seams and are

available in 4 qualities:

CC= Notheattreated,inside and outsiderolled, inner surface Ra<0,8
pm, inner welding seam Ra < 1,6 ym.

CD= Notheat treated, inside rolled, inner surface Ra < 0,8 ym, inner
welding seam < Ra 1,6 uym, outer surface ground grain 400.

BC = Heattreated, inside and outside rolled, inner surface Ra<0,8 ym,
inner welding seam Ra < 1,6 ym.

BD = Heat treated, inside rolled, inner surface Ra < 0,8 ym, inner
welding seam Ra < 1,6 ym, outer surface ground grain 400.

Aseptic tubes according to DIN 118666 have also evened welding seams
and are available in 4 hygienic classes.

Hygieneklasse Innenflache Nahtbereich innen AuBenflache
Hygienic class Innersurface Inner welding seam Outersurface
H2 Ra < 0,80 ym Ra < 1,60 ym Gebeizt oder blankgegliiht, ohne besondere
H3 Ra < 0,80 um Ra < 0,80 um Rauheitsvorgaben, oder geschliffen Ra < 1,6 um.
H4 Ra < 0,40 ym Ra < 0,40 ym Pickled or bright-annealed, without special
H5 Ra < 0,25 ym Ra < 0,25 ym requirements, or grinded Ra < 1,6 um.
Merkmale Features

* GroéBen: DIN-DN 6-200, Zoll 1"-4", ASME 1/4"-6", ISO-DN 10-250
* Material: AISI304, 316Ti, 316L, 1.4404, 1.4435

* Sizes:  DIN-DN 6-200, Inch 1"-4", ASME 1/4"-6", ISO-DN 10-250
* Material: AISI 304, 316Ti, 316L, 1.4404, 1.4435
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Rohre, Schlauche Art.No.| EUR |Art.No.| EUR

Rohr ahnlich DIN 11850, Reihe 1, CC DN A B (o3 bar, 20°C |bar, 150°C AISI 304 AISI 316L1.4404
Tube similar to DIN 11850, series 1, CC

10 12 9 1,5 552802 |Anfrage | 552902 |Anfrage

15 18 15 1,5 552805 | Inquiry |552905 | Inquiry

20 22 19 1,5 552808 " 552908 "

25 28 25 1,5 552811 " 552911 "

32 34 31 1,5 552814 " 552914 "

40 40 37 1,5 552817 " 552917 "

50 52 49 1,5 552820 " 552920 "
Rohr ahnlich DIN 11850, Reihe 1, CD DN A B C bar, 20°C |bar, 150°C AISI 304 AISI 316L-1.4404
Tube similar to DIN 11850, series 1, CD

10 12 9 1,5 553602 |Anfrage [553702 |Anfrage

15 18 15 1,5 553605 | Inquiry [553705 | Inquiry

20 22 19 1,5 553608 " 553708 "

25 28 25 1,5 553611 " 553711 "

32 34 31 1,5 553614 " 553714 "

40 40 37 1,5 553617 " 553717 "

50 52 49 1,5 553620 " 553720 "
Rohr ahnlich DIN 11850, Reihe 1, BC DN A B C bar, 20°C |bar, 150°C AISI 304 AISI 316L-1.4404
Tube similar to DIN 11850, series 1, BC

10 12 9 1,5 592130 |Anfrage | 592230 Anfrage

15 18 15 1,5 592131 | Inquiry [592231 | Inquiry

20 22 19 1,5 592132 " 592232 "

25 28 25 1,5 592133 " 592233 "

32 34 31 1,5 592134 " 592234 "

40 40 37 1,5 592135 " 592235 "

50 52 49 1,5 592136 " 592236 "
Rohr ahnlich DIN 11850, Reihe 1, BD DN A B C bar, 20°C |bar, 150°C AISI 304 AISI 316L-1.4404
Tube similar to DIN 11850, series 1, BD

10 12 9 1,5 592330 |Anfrage | 592430 Anfrage

15 18 15 1,5 592331 | Inquiry [592431 | Inquiry

20 22 19 1,5 592332 " 592432 "

25 28 25 1,5 592333 " 592433 "

32 34 31 1,5 592334 " 592434 "

40 40 37 1,5 592335 " 592435 "

50 52 49 1,5 592336 " 592436 "
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Rohre, Schlauche Art.No. | EUR |[Art.No. | EUR
Rohr DIN 11866, Reihe C (ASME), H2 DN A B C bar, 20°C |bar, 150°C AlSI 316L-1.4435
Tube DIN 11866, series C (ASME), H2
1/4" 6,35 4,57 0,89 449 284 595098 |Anfrage
3/8" 9,53 7,75 0,89 299 189 595099 | Inquiry
1/2" 12,7 9,4 1,65 416 264 595001 "
3/4" 19,05 | 15,75 1,65 277 176 595002 "
1" 25,4 22,1 1,65 208 132 595003 "
1,5" 38,1 34,8 1,65 138 88 595004 "
2" 50,8 47,5 1,65 104 66 595005 "
c 2,5" 63,5 60,2 1,65 83 52 595006 "
B 3" 76,2 | 72,9 | 165 69 44 595007 | -
o= 4" 101,6 | 97,38 2,11 66 42 595008 "
6" 152,4 |146,86 | 2,77 58 36 595011 "
Rohr DIN 11866, Reihe C (ASME), H3 DN A B C bar, 20°C |bar, 150°C AlSI 316L-1.4435
Tube DIN 11866, series C (ASME), H3
1/4" 6,35 4,57 0,89 449 284 595298 |Anfrage
3/8" 9,53 7,75 0,89 299 189 595299 | Inquiry
1/2" 12,7 9,4 1,65 416 264 595201 "
3/4" 19,05 | 15,75 1,65 277 176 595202 "
1" 25,4 22,1 1,65 208 132 595203 "
1,5" 38,1 34,8 1,65 138 88 595204 "
2" 50,8 47,5 1,65 104 66 595205 "
“.c 2,5" 63,5 60,2 1,65 83 52 595206 "
o 3" 76,2 72,9 1,65 69 44 595207 | "
4" 101.6 | 97,38 2,11 66 42 595208 "
6" 152,4 146,86 | 2,77 58 36 595211 "
Rohr DIN 11866, Reihe C (ASME), H4 DN A B C bar, 20°C |bar, 150°C AlSI 316L-1.4435
Tube DIN 11866, series C (ASME), H4
1/4" 6,35 4,57 0,89 449 284 595498 |Anfrage
3/8" 9,53 7,75 0,89 299 189 595499 | Inquiry
1/2" 12,7 9,4 1,65 416 264 595401 "
3/4" 19,05 | 15,75 1,65 277 176 595402 "
1" 25,4 22,1 1,65 208 132 595403 "
1,5" 38,1 34,8 1,65 138 88 595404 "
2" 50,8 47,5 1,65 104 66 595405 "
c 2,5" 63,5 60,2 1,65 83 52 595406 "
e—B—[ 3" 76,2 | 72,9 | 1,65 69 44 595407 | "
o= 4" 101,6 | 97,38 2,11 66 42 595408 "
6" 152,4 |146,86 | 2,77 58 36 595411 "
Rohr DIN 11866, Reihe C (ASME), H5 DN A B C bar, 20°C |bar, 150°C AlSI 316L-1.4435
Tube DIN 11866, series C (ASME), H5
1/4" 6,35 4,57 0,89 449 284 595698 |Anfrage
3/8" 9,53 7,75 0,89 299 189 595699 | Inquiry
1/2" 12,7 9,4 1,65 416 264 595601 "
3/4" 19,05 | 15,75 1,65 277 176 595602 "
1" 25,4 22,1 1,65 208 132 595603 "
1,5" 38,1 34,8 1,65 138 88 595604 "
2" 50,8 47,5 1,65 104 66 595605 "
2,5" 63,5 60,2 1,65 83 52 595606 "
3" 76,2 72,9 1,65 69 44 595607 "
4" 101,6 | 97,38 2,11 66 42 595608 "
6" 152,4 |146,86 | 2,77 58 36 595611 "
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