Clamp pipe connection DIN 32676, flange @ 25 Art.No | EUR | Art.No | EUR

Clamping ring FL-Stabil DN A B C AISI304 AISI304 Wing nut
Hexagonal nut
1/4"-3/4" 34 51 28,8 211102 | 22,20 | 210702 | 22,20

TUV Bauteilpriifung
TUV Type-Test

Clamping ring FL-Stabil, DN A B c AISI304 AISI304 Wing nut
safety catch Hexagonal nut
1/4"-3/4" 34 51 28,8 211302 | Enquiry| 211502 | Enquiry

TUV Bauteilprifung
TUV Type-Test

Clamp gasket DIN DN A B EPDM EPDM USP VI
6 21,7 6,2 220628 2,80 223628 | Enquiry
8 21,7 82" 220629 2,80 223629 | Enquiry
* The inner diameter B is a minimum dimension according industrial standard.
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6 21,7 6,2 220828 | 4,40 224228 | Enquiry
8 21,7 82" 220829 | 4,40 224229 | Enquiry
* The inner diameter B is a minimum dimension according industrial standard.
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Clamp pipe connection DIN 32676, flange @ 25 Art.No | EUR | Art.No | EUR
Clamp gasket DIN DN A B PTFE PTFE USP VI
21,7 6 221128 6,00 224528 | Enquiry
21,7 8 221129 6,00 224529 | Enquiry
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Clamp gasket DIN DN A B vMQ VMQ USP VI
6 21,7 6,2* 220728 3,40 | 223928 | Enquiry
8 21,7 8,2* 220729 3,40 | 223929 | Enquiry
* The inner diameter B is a minimum dimension according industrial standard.
fa— B —]
|
i
A
Clamp gasket ASME DN A B EPDM EPDM USP VI
1/4" 21,7 48* 225798 | 2,80 | 225698 |Enquiry
3/8" 21,7 8,0* 225799 | 2,80 | 225699 |Enquiry
172" 21,7 9,6 225701 2,80 225601 | Enquiry
- B = 3/4" 21,7 16~ 225702 2,80 | 225602 |Enquiry
! *The inner diameter B is a minimum dimension according industrial standard.
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1/4" 21,7 48* 225998 | 4,40 | 224398 |Enquiry
3/8" 21,7 8,0* 225999 | 4,40 | 224399 | Enquiry
172" 21,7 9,6 * 225901 4,40 | 224301 |Enquiry
B~ 3/4" 21,7 16 * 225902 | 4,40 | 224302 |Enquiry
! * The inner diameter B is a minimum dimension according industrial standard.
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Pipe connections ¢ Stainless steel fittings.
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